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SVEZA
COLOR

SVEZA COLOR IS 100% BIRCH PLYWOOD COATED WITH
COLORED WEAR-RESISTANT MATERIALS AND FEATURING HIGH
UV STABILITY, WATERPROOF GLUE AND HIGH QUALITY FILM
COATING. SVEZA COLOR IS A PERFECT SOLUTION FOR BOTH
INTERIOR AND EXTERIOR PROJECTS THAT REQUIRE COLORED
SURFACES.

SVEZA HEXA is 100% birch plywood coated with slip-resistant material with hexagonal pattern

for making floors in light commercial vehicles and other flooring applications where easy care and

beautiful appearance are valued: warehouses, sports and play grounds, concert venues, etc.

Available
in 2 sizes 8×4×8 5 10×

KEY BENEFITS

UNIFORM AND
CLEAR COLOR

WBP
GLUE

HIGH UV
STABILITY

HIGH
DURABILITY

EASY CARE
(HEXA)

SLIP RESISTANCE
(WIREMESH)

MIX YOUR ORDER: COMBINE REGULAR PLYWOOD AND SVEZA COLOR IN THE QUANTITY
YOU NEED.

COLORS*

WHITE BLACK

STONE GREY LIGHT GREY

LIGHT BROWN YELLOW

SURFACES

WIREMESH HEXA PATTERN

* OTHER COLORS ARE AVAILABLE ON REQUEST



SVEZA COLOR

WHITE

SVEZA COLOR

LIGHT GREY

SVEZA COLOR

STONE GREY

SVEZA COLOR

BLACK

SVEZA COLOR

YELLOW

SVEZA COLOR

LIGHT BROWN

Surface
smooth/smooth F/F ( )

205 g/m²
High UV-stability

Melamine film

Surface
smooth wiremesh/HEXA/

Film density

220 g/m²

Surface
Film density

210 g/m²

Surface
Film density

125 g/m²
Phenolic film

Film density

Surface
smooth/smooth F/F ( )

Film density

167 g/m²
High UV-stability

Modified phenolic film

Surface
smooth/smooth F/F ( )

Film density

117 g/m²
High UV-stability

Modified phenolic film

Furniture

Interior decoration
(living and public spaces,
ambulance interior design)

DIY

Light commercial vehicles
(flooring and walls)

Boats (seat and bottom
boards, transoms)

 Interior panels

Flight cases for musical
instruments and stage gear

Trailers for transporting
large animals

Sports
and playgrounds

Farm buildings
and structures

 Interior panels

Interior panels for camper
vans, minivans, yachts

Furniture

Wall panels for interior
design

High UV-stability
Melamine film

High UV-stability
Melamine film

smooth wiremesh/HEXA/

smooth wiremesh/HEXA/



SURFACES We offer SVEZA Color in 2 sizes:

8×4×8 и  5×10

HEXA PATTERN

DARK BLACK
HEXA PATTERN

GREY

KEY BENEFITS

ANTI-SLIP 
(R10, DIN 51130)

DURABLE
(TABER VALUE 350R–600R, EN 438-2:2016)

EASY CARE

APPLICATIONS

FLOORING IN LIGHT
COMMERCIAL
VEHICLES

FLOORING FOR
PLAYGROUNDS

STAIRS

TECHNICAL SPECIFICATIONS STRENGTH VALUES

NUMBER OF PANELS IN BUNDLE

THICKNESS TOLERANCES SIZE TOLERANCES

LOADING CAPACITY STANDARDS

Mix your order: combine regular plywood and SVEZA Color in the quantity you need.
The actual loading capacity may be different, depending on the terms agreed with the customer.

Formaldehyde emission class E1, Е0.5, Е0.05ppm, CARB

Moisture resistance high

Density, kg/m³ 640–700

Moisture, % 5-12

 

Parameter Thickness,
mm     Value

Static bending strength, min MPa
– along the grain of the face veneers

9–30
60

– across the grain of the face veneers 30
Modulus of elasticity in static bending, min MPa

– along the grain
9–30

6,000

– across the grain 3,000
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Bundle height, mm

400 600
3Volume, m

1220×  
2440 

mm

1250× 
2500  

mm

1500× 
3000  

mm

1525× 
3050  

mm

1220× 
2440 

mm

1250× 
2500  

mm

1500× 
3000  

mm

1525× 
3050  

mm

6 65 1.161 1.219 1.755 1.814 100 1.786 1.875 2.700 2.791
6.5 62 1.200 1.259 1.814 1.874 92 1.780 1.869 2.691 2.781
8 50 1.191 1.250 1.800 1.861 75 1.786 1.875 2.700 2.791
9 44 1.179 1.238 1.782 1.842 67 1.795 1.884 2.714 2.805
10 40 1.190 1.125 1.800 1.861 60 1.786 1.875 2.700 2.791
12 33 1.179 1.238 1.782 1.842 50 1.786 1.875 2.700 2.791
15 26 1.161 1.219 1.755 1.814 40 1.786 1.875 2.700 2.791

22 1.179 1.238 1.782 1.842 33 1.768 1.856 2.673 2.763
21 19 1.188 1.247 1.796 1.856 29 1.813 1.903 2.741 2.833
18

Thickness, mm     Plies
 Sanded plywood

Tolerance, mm

5 +0.4; –0.5
5 +0.4; –0.5

6/7 +0.4; –0.5
7 +0.4; –0.6

7/8 +0.5; –0.6
9 +0.5; –0.7
11 +0.6; –0.8
13 +0.7; –0.9
15 +0.0; –1.1

Tolerance, mmPanel length/width, mm

1220/1250 ± 3.0

1500/ 1525 ± 4.0

2440/2500 ± 4.0

3000/3050 ± 5.0

Size, ft
Container Semi-trailer Rail car

Volume, m³

4×8
400 32 37 24 30 64 80

600 — 16 30 —

5×10
400 19 35 16 30 34 60

600 — 11 30 —

6
6.5
8
9
10
12
15
18
21
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3Volume, m

Bundle
height, mm Number

of bundles Volume, m³Number
of bundles Volume, m³Number

of bundles
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